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NEW POWER PLAN

SCALE: 1/8" = 1'

E1.0

1

GENERAL POWER NOTES - THIS SHEET ONLY

· WHERE EXISTING CIRCUITS MEET CURRENT CODE REQUIREMENTS AND ARE IN GOOD CONDITION, CIRCUITS MAY BE REUSED AND

CONNECTED TO THE NEW ELECTRICAL PANEL, OTHERWISE REPLACE.  IN ANY CASE, ALL CIRCUITS SHOULD HAVE NEW,

APPROVED/RATED, BREAKERS OF THE APPROPRIATE TYPE BASED ON THE AREA INSTALLED (EX. AFCI, ETC..)

· PROVIDE A STUB UP AND BOX AT THE SECURITY GATE CLOSEST TO BUILDING ENTRANCE WITH (2) 1" BURIED CONDUIT WITH PULL

STRING BACK TO ELECTRICAL ROOM HOUSING PANEL MDP1. ONE CONDUIT FOR POWER, ONE FOR CONTROL/COMMUNICATION.

VERIFY FINAL LOCATION OF SECURITY GATE WITH OWNER/ARCHITECT PRIOR TO INSTALL.

· PROVIDE A STUB UP AND BOX AT TRUCK SCALE LOCATION WITH (2) 1" BURIED CONDUITS AND PULL STRINGS BACK TO THE

ELECTRICAL ROOM HOUSING PANEL MDP1.  ONE CONDUIT FOR POWER, ONE FOR CONTROL/COMMUNICATION.  VERIFY FINAL

LOCATION OF SCALES WITH OWNER/ARCHITECT PRIOR TO INSTALL.

· ALL OUTLET FACE PLATES & EQUIPMENT DISCONNECTS TO BE PERMANENTLY MARKED WITH FINAL PANEL AND CIRCUIT NUMBER.

EQUIPMENT DISCONNECTS TO ALSO BE MARKED WITH EQUIPMENT VOLTAGE.

· EQUIPMENT LOCATIONS AND CIRCUIT LOCATIONS SHOWN ARE DIAGRAMMATIC AND ARE INTENDED TO SHOW THE INTENT OF THE

DESIGN.  COORDINATE FINAL LOCATION AND ROUTING WITH ACTUAL FIELD CONDITIONS

· CONTRACTOR SHALL VERIFY ALL DIMENSIONS AT LAYOUT AND NOTIFY ARCHITECT OF ANY ITEMS NEEDING CLARIFICATION.

CONTRACTOR RESPONSIBLE FOR PROVIDING ALL MATERIAL AND LABOR FOR A COMPLETE AND FULLY FUNCTIONAL ELECTRICAL

SYSTEM
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KEYED LIGHTING NOTES - THIS SHEET ONLY

THREE SINGLE POLE SWITCHES SHOWN ARE 20A, 2 POLE, 277V RATED SWITCHES TO

BE USED FOR (3) METAL HALIDE LIGHTING CIRCUITS AS REQUESTED.  SINGLE BLACK

SWITCH IS STANDARD 20A, THREE WAY, 120V RATED SWITCH FOR CONTROL OF FRONT

LOADING BAY LED FIXTURES
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GENERAL LIGHTING NOTES - THIS SHEET ONLY

· EXTERIOR FIXTURES TYPE A & B TO BE MOUNTED AT MINIMUM 12' ABOVE GRADE

EXCEPT WHERE NOTED ON NEW ADDITION.  WHERE FIXTURE IS SHOWN ABOVE

MAN DOOR, CENTER LIGHT ABOVE DOOR.

· EQUIPMENT LOCATIONS AND CIRCUIT LOCATIONS SHOWN ARE DIAGRAMMATIC AND

ARE INTENDED TO SHOW THE INTENT OF THE DESIGN.  COORDINATE FINAL

LOCATION AND ROUTING WITH ACTUAL FIELD CONDITIONS

· CONTRACTOR SHALL VERIFY ALL DIMENSIONS AT LAYOUT AND NOTIFY ARCHITECT

OF ANY ITEMS NEEDING CLARIFICATION

· CONTRACTOR RESPONSIBLE FOR PROVIDING ALL MATERIAL AND LABOR FOR A

COMPLETE AND FULLY FUNCTIONAL ELECTRICAL SYSTEM

· FIXTURE WITH "NL" DENOTATION SHOULD BE 24HR NIGHT LIGHT FIXTURES AND ARE

NOT TO BE SWITCHED.

LIGHTING

SUSPEND STRIP FIXTURES IN THIS AREA TO 10' AFF

POLE AND WALL MOUNTED EGRESS LIGHT FIXTURES TO BE MOUNTED AT 10' AFF.

TYPICAL OF ALL SIMILARLY MOUNTED FIXTURES IN THIS SPACE.  USE TYPE K EGRESS

FIXTURE IN PRODUCTION AREA ONLY.

CEILING MOUNTED MOTION SWITCH TO BE BOTH PIR AND ULTRASONIC TYPE.  FINAL

LOCATION OF SWITCH SHOULD ENSURE GOOD COVERAGE OF AREA BEING

CONTROLLED.  ALL SWITCHES SHOULD BE SET FOR 10 MINUTE SHUTOFF.  TYPICAL OF

ALL SHOWN.

CENTER EXIT SIGNS ABOVE OPENING IN WALL WHERE ROLLUP DOOR TO BE REMOVED.
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LOW VOLTAGE EQUIPMENT SCHEDULE

ITEM NUMBER EQUIPMENT CATEGORY BRAND MODEL NOTES

L1 WALL MOUNT RACK ENCLOSURE CHATSWORTH PRODUCTS 11890-X24 ENCLOSED CABINET WITH TINTED FRONT

L2 WALL MOUNT RACK ENCLOSURE CHATSWORTH PRODUCTS 13050-X22 THINLINE II WITH 4U SPACE

L3 48 PORT POE+ GIGABIT NETWORK SWITCH HPE JG928A

L4 DOME POE POWERED CCTV CAMERA AVIGILON 3.0C-H4A-DO1-IR

3 MEGAPIXEL, 98 DEG HORIZONTAL VIEW, BUILT-IN IR,

USE H4A-MT-WALL1 FOR WALL MOUNT, H4A-MT-NPTA1 FOR CEILING

MOUNT. COORDINATE WITH OWNER/BUILDER FOR MOUNTING HEIGHT

L5 BULLET POE POWERED CCTV CAMERA AVIGILON 3.0C-H4A-BO1-IR

3 MEGAPIXEL, 98 DEG HORIZONTAL VIEW, BUILT-IN IR,

COORDINATE WITH OWNER/BUILDER FOR MOUNTING HEIGHT

L6 POE POWERED WIFI ACCESS POINT UBIQUITI UAP-AC-PRO CEILING MOUNTED

L7

NETWORK VIDEO RECORDER (NVR) SERVER

AVIGILON HD-NVR3-VAL-18TB 18TB STORAGE

L8 UNINTERRUPTIBLE POWER SUPPLY APC SMT1500RM2U

NOTES: MUST USE CAT6 GRADE CABLE WITH MINIMUM THICKNESS OF 24AWG ON ALL ETHERNET CONNECTIONS

NOTE: ALL CAMERA AND ACCESS POINT CAT6 RUNS WILL GO BACK TO SERVER CABINET (L1) AND LAND ON PATCH PANEL

L1 SCHEDULE

DESCRIPTION BRAND MODEL ACCESSORIES

1U PANEL BLANK PANDUIT DPFP1

1U HORIZONTAL CABLE MANAGEMENT PANDUIT NMF1

1U 48 PORT POE+ SWITCH HPE JG928A

2U HORIZONTAL CABLE MANAGEMENT PANDUIT NMF2

2U 48 PORT CAT6 PATCH PANEL PANDUIT CPP48WBLY CAT6 RJ45: CJ688TGBL

2U PANEL BLANK PANDUIT DPFP2

OPTIONAL: PA AMPLIFIER (P1) WITH

RACK MOUNT KIT

2U PANEL BLANK PANDUIT DPFP2

OPTIONAL: TELEPHONE INTERFACE (P2)

WITH RACK MOUNT KIT

1U PANEL BLANK PANDUIT DPFP1

2U UNINTERRUPTIBLE POWER SUPPLY APC SMT1500RM2U

NETWORK MANAGEMENT AND ROOM

TEMP MONITORING: AP9631

PAGING SYSTEM SCHEDULE

ITEM NUMBER DESCRIPTION MOUNTING BRAND MODEL NOTES

P1 PAGING AMPLIFIER WALL MOUNT BOGEN GS250D

RACK MOUNT AVAILABLE WITH 2RU/GSRPK

PACKAGE

P2 UNIVERSAL TELEPHONE INTERFACE WALL MOUNT BOGEN UTI1

RACK MOUNT AVAILABLE WITH RPKUTI1

PACKAGE

P3 PRODUCTION AREA LOUDSPEAKER SURFACE BOGEN SPT15A

USE SHIELDED 18AWG WIRE

COORDINATE MOUNTING HEIGHT W/ OWNER

P4 CEILING LOUDSPEAKER RECESSED IN CEILING QUAM SYSTEM 21 USE SHIELDED 18AWG WIRE

L2 SCHEDULE

DESCRIPTION BRAND MODEL ACCESSORIES

1U NVR SERVER AVIGILON HD-NVR3-VAL-18TB

1U PANEL BLANK PANDUIT DPFP1

1U PANEL BLANK PANDUIT DPFP1

1U PANEL BLANK PANDUIT DPFP1

E3.0
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LOW VOLT

NEW LOW VOLTAGE PLAN

SCALE: 1/8" = 1'

E3.0

1

GENERAL LOW VOLTAGE NOTES - THIS SHEET ONLY

· ALL LOW VOLTAGE WIRING TO BE IN RIGID CONDUITS WHERE BELOW 10' AFF AND

EMT CONDUITS ABOVE 10' AFF.

· EQUIPMENT LOCATIONS AND CIRCUIT LOCATIONS SHOWN ARE DIAGRAMMATIC AND

ARE INTENDED TO SHOW THE INTENT OF THE DESIGN.  COORDINATE FINAL

LOCATION AND ROUTING WITH ACTUAL FIELD CONDITIONS

· CONTRACTOR SHALL VERIFY ALL DIMENSIONS AT LAYOUT AND NOTIFY ARCHITECT

OF ANY ITEMS NEEDING CLARIFICATION

· CONTRACTOR RESPONSIBLE FOR PROVIDING ALL MATERIAL AND LABOR FOR A

COMPLETE AND FULLY FUNCTIONAL ELECTRICAL SYSTEM

· MAXIMUM CABLE LENGTH FOR ANY SPEAKER RUN IS 600FT USING 70V OUTPUT OF

PA SYSTEM AMPLIFIER

· COORDINATE ALL PA SYSTEM SPEAKER MOUNTING HEIGHTS AND DIRECTION WITH

OWNER

· ALL DATA DROPS TO BE MARKED WITH SWITCH NAME AND PORT NUMBER.

KEYED LOW VOLTAGE NOTES - THIS SHEET ONLY

COORDINATE LOCATION OF PROJECTOR WITH OWNER

PROJECTOR POWER AND VIDEO/AUDIO CABLES TO BE IN SEPARATE

CONDUITS

CONTRACTOR TO COORDINATE WITH OWNER WHERE TO RUN

VIDEO/AUDIO CABLES TO PROVIDE WALL HOOKUP

COORDINATE LOCATION OF TEL/DATA WALL JACKS WITH OWNER.

CONTRACTOR TO RUN 1/2" EMT CONDUIT INSIDE WALL FROM WALL BOX

TO CEILING AND LEAVE ONE PULL STRING PER CONDUIT
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FIRE ALARM PLAN

SCALE: 1/8" = 1'

E4.0

1

GENERAL FIRE ALARM NOTES - THIS SHEET ONLY

· CONTRACTOR IS RESPONSIBLE FOR MODIFYING THE FIRE ALARM INSTALLATION AS REQUIRED BY THE LOCAL AUTHORITY

HAVING JURISDICTION PRIOR TO SUBMITTING BID.  CHANGE ORDERS AFTER CONTRACTING WILL NOT BE ACCEPTED

· A

· CONTRACTOR IS RESPONSIBLE FOR FIELD INVESTIGATING THE AREA'S MARKED "EXISTING TO REMAIN" TO DETERMINE THE

CHARACTERISTICS OF THESE SPACES AND THEN MODIFYING THIS FIRE ALARM PLAN TO INCLUDE SAID LOCATIONS SO AS TO

ENSURE A CODE COMPLIANT FIRE ALARM SYSTEM AS REQUIRED BY THE LOCAL AUTHORITY HAVING JURISDICTION AND ALL

APPLICABLE LIFE SAFETY CODES.

· EQUIPMENT LOCATIONS AND CIRCUIT LOCATIONS SHOWN ARE DIAGRAMMATIC AND ARE INTENDED TO SHOW THE INTENT OF

THE DESIGN.  COORDINATE FINAL LOCATION AND ROUTING WITH ACTUAL FIELD CONDITIONS

· CONTRACTOR SHALL VERIFY ALL DIMENSIONS AT LAYOUT AND NOTIFY ARCHITECT OF ANY ITEMS NEEDING CLARIFICATION

· CONTRACTOR RESPONSIBLE FOR PROVIDING ALL MATERIAL AND LABOR FOR A COMPLETE AND FULLY FUNCTIONAL

ELECTRICAL SYSTEM

· INSTALLATION OF FIRE ALARM SYSTEM IS TO BE DONE IN ACCORDANCE TO NFPA 72 AND NFPA 101

· VERIFY WITH OWNER ON ANY BRAND PREFERENCE FOR FIRE ALARM SYSTEM

FIRE ALARM
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